
technical specifi cations

The AC28 is a ded i cat ed LF / sub woof er sys tem in 
a rectangular, com put er op ti mized en clo sure. Loud speak er  
complement con sists of a single 18” LF woofer load ed into a 
vent ed sub-enclosure. The en tire en clo sure is con struct ed 
of du ra ble 12-ply void-free birch lam i nate, da doed for strength 
and durability. McCauley’s rugged ProCoattm elastomeric fi n ish 
provides ex cel lent weather protection and will resist scratch es 
and scuffs.  Bind ing posts are located on a recessed steel jack-
panel on the back side of the enclosure. Perforated steel is em-
ployed for fron tal pro tec tion of the loud speak er com ple ment. 

AC28

Applications:
House of Worship
Dance Club Sound
Live Club Installation
Restaurant & Bar

construction

product group:   Advanced Contractor’s Series
system type:  Single Direct Radiating LF 18”

the idea behind it
         The AC28 was designed as multipurpose, ded i cat ed low 
frequency/bass “workhorse” system for me di um to large scale 
sound installations.  The AC28 of fers high quality bass out put in 
a manageable, durable en clo sure. This system also in te grates 
eas i ly with oth er Mc Cau ley ACtm and SAtm prod ucts, offering 
consistent cov er age and a uni form ap pear ance.  

power handling

frequency response

nominal impedance

sensitivity

maximum output SPL

recommended bandpass

Continuous

weight

dimensions

fi nish

enclosure material

construction

suspension

connectors

transducers

recommended mid/high

inches 33H X 24W X 24D
centimeters 84H X 61W X 61D

120lbs  / 54kgs

ProCoattm 

binding posts

5/8” 12-ply

none

(1)18”

performance parameters physical properties

AC222-2, AC15-2

Peak

450w RMS

25Hz - 800Hz

4Ω or 8Ω

104db

126db 
132db

25Hz/ 180Hz

rabbet & dadoed
(2.83v@4Ω, 2w, 1m)

18” LOW FREQUENCY
CONTRACTOR  SYSTEM

  

Features:

McCauley Performance Class Componentry
9 ply Dadoed Construction
Durable ProCoattm Elastomeric Finish

G
Ground stack

R
Rectangular

99db(2.83v@8Ω, 4w, 1m)



technical specifi cations

The loudspeaker shall be a low frequency type with 
one McCauley 18” driver mounted in a bass refl ex 
enclosure. The 18” transducer shall utilize the “Fo-
 cused Field” removable magnet structure design. It 
shall have a power capacity of 450 watts RMS and 
900 watts peak and a sensitivity of 98 dB measured 
at 1 meter with 2.83 volts into a nominal 8 ohm load. 
The loudspeaker system shall be capable of 126 dB 
SPL continuous and 132 dB SPL peak maximum 
output. The loudspeaker system shall have an ef-
 fec tive operating range of 35 Hz to 1.0 kHz +/- 3 dB 
(25Hz to 1800 Hz – 10 dB). The AC28 shall weigh 
a total of 120 lbs. and shall measure 33 inches tall, 
24 inch es wide and 24 inches in depth. The AC28 
en clo sure shall be constructed of 12-ply void-free 
birch hard wood and shall have a weather and wear 
re sis tant Pro Coattm elastomeric finish. Electrical 
con nec tions shall be made via standard binding 
posts or barrier strips. The loudspeaker shall be the 
McCauley AC28.

architectural specifi cationsdimensional il lus tra tions
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response data

on axis response (2.83v@1m, free-fi eld conditions)
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